
 

 
 Power Supply Information for the i Range 

 

Power Supply 
 

This machine provides the Main Power Switch and Power Key 

 

 

 

 

 

No. Name Description 

 

1 

 

Main Power Switch 

Turns the main power of this 
machine on or off.  

 

2 

 

Power Key 

Switches this machine to the 
Power Save mode. This 
function reduces power 
consumption and has a 
greater power saving effect. 



 

Turning the Main Power On or Off 
 

 
1- When turning the main power on, open the Main Power Switch Cover, 

and press of the Main Power Switch. 
 
 

 
 
 
The Power Indicator on the Control Panel lights up, and the start screen is 
displayed on the Touch Panel 
 
 

2- When turning the main power off, open the Main Power Switch 
Cover, and press  of the Main Power Switch. 

 
 

 
 
When restarting this machine, turn the Main Power Switch off and on again 
after 10 or more seconds have passed. Not doing so may result in an 
operation failure. 
 

 

 



 

Power save mode 
 
Power Save is a function that shifts this machine to power save mode when it 
is inactive, for example, by turning off the touch panel display. If this machine 
continues to be inactive for the specified period of time, it shifts to 
the power save mode to reduce power consumption. The Power key of this 
machine can be used as a power save key to manually shift to 
the power save mode. Power consumption can be further reduced by 
frequently shifting to the power save mode. If the user operates the touch 
panel or receives a job on this machine while the machine is in 
the power save mode, this machine automatically returns to the normal 
mode, preventing daily routines from being affected.  
 

Setting the Power Key/Power function 
As part of the configuration process, SDS ensures the device is optimized for 
the office environment, and we would only recommend changes to the Low 
Power and Sleep mode settings. 

 
Select [Maintenance] - [Timer Setting] - [Power Settings] in administrator 
mode of Web Connection (or in [Utility] - [Administrator] of this machine), 
and configure the following settings. 

 
Setting Description 

[Low Power Mode Setting] Change the time required to automatically shift to the 
Low Power mode after you did not operate this 
machine (default: [15] minutes, available range: [2] to 
[60] minutes). 

In the Low Power mode, the display of the Touch 
Panel is turned off to reduce power consumption. 

[Sleep Mode Setting] Change the time required to automatically shift to the 
Sleep mode after you did not operate this machine 
(default: [15] minutes, available range: [2] to [60] 
minutes). 

Sleep mode provides a greater power saving effect 
than the Low Power mode. However, the time required 
to return to the normal mode is longer than the time 
required to recover from the Low Power mode. 

 


